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Menu Directory

Tools
Z-axis:

Move Z by 0.1Tmm
/Tmm/10mm/50mm

Move the Z axis upwards

Stop movingtheZaxis Return to zero
_Movethe Zaxis downwards Enter in leveling interface
Exposure:

Choose an image to expose

Clear up:

Set the exposure time

Other:

Heating resin vat
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Tools

Other-Heating Resin Vat:

Other- Feed and Retrieval:

Other- Self-check:

Start force detection

Menu Directory

Heating Resin Vat

Feed andRetrieval

Self-check

Z-axis  Exposure

Heating Resin Vat

Feed and Retrieval

Self-check

Z-axis  Exposure

Heating Resin Vat

Feed and Retrieval

Self-check
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Auto Heating »

Temperature 35°C >

Retrieval

Other

LCD Test

Force Detection

WLAN Module

Print Layer

Start heating

Start loading

Start LCD screen test

Check whether
WLAN module is on



Menu Directory

Information

Print logs:

Print Logs Device Versions Guide Ed it p ri nt log S

Log management

TEST1 2023/09/19

TEST 2 2023/09/19

TEST3 2023/09/19

TEST 4 2023/09/19

Device:

LTS PrintLogs  Device ersions Guide

Device name Photon Mono M7 Max M a Ch i n e type
Used space/total space NS

Storage 1.64GB/2.00GB

Print times 00 StatiStiCS Of print times
Facto ry reset Factory Data Reset 4
_______________ Device ID JHON-4929-GYBG-2698 P rl nte r I D

Versions:

PrintLogs ~ Device Versions Guide

System version

System version 320

Application version

Application version  JHON-4929-GYBG-2698-JHON-4929-GYBG-2698

Local upgrade > U S B u p g ra d e
OTA u p g ra d e OTA upgrade 4 000

Guide:

Print Logs evice  Versions Guide
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Settings

App:

App connection

WLAN:

Set server

Language:

System:

Turn on/off the sound
and screen calibration

Format internal
storage/ USB file

Menu Directory

App connection _
WLAN connection status

App WLAN  Language  System &

WLAN Not connected ® >

Printer’s hotspot (which
is hidden when the
. e network is connected)

Anycubic App Not connected & >

Printer hotspot o

App WLAN  Language System

WLAN Anycubic >

Server Location Global >
4E-74-Da-0C-D3-F1 >

10.2.32.104

4E-74-Da-0C-D3-F1 M a c

App WLAN  Language System

Set the language

English AR

Deutsch Pycckuin aabik

Espariol Frangais

Italiano BAE

App WLAN  Language System

Basic settings

Storage repair

Format

About
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Please place the 3D printer on a stable, level workbench and operate itin
an open, well ventilated area away from sunlight. Refrain from using the
printer in areas with ultraviolet light sources(such as fluorescent lamps or
UV disinfection lamps) to prevent poor printing results. For the first use,
please follow the instruction to finish the preparations.

1. Unbox, and take out the machine and its accessories, and inspect them.

2. The screen protector is installed on the LCD screen. Please peel off the

protective film upon it.

) )

7 - g J 7

4. Connect to the power cord and press the start button to turn on the

printer. To Power off, hold down the start button for 2 seconds.

5. Set the system language and choose server location. Users in mainland
Chinese please select "China", users in other countries and regions please

select "Global". Then, complete the setup steps.

Please select the system language
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6. Install the print platform.

Loosen the four screws Push the platform onto Tighten the knob

on the print platform the platform carrier
7. Leveling.

Leveling Paper

Place the leveling paper Click Leveling button Start Leveling
on the LCD screen

©

Press the platform gently, When pulling the
tighten the four screws leveling paper, there is a
significant resistance or
it cannot be pulled out

8. Set the zero position.
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9. Choose an exposure image to test after the platform stops moving.
Please close the lid before starting exposure.

is  Exposure  Clearup  Other

ANYCURIC -

10s 20s 30s 40s 50s 10 'S

o |

50mm

© m

The white part is
the exposure area

— o0 < 0

T T T | ——

Put the resin vat upon Slightly adjust the position
the LCD screen of vat until the two knobs
can be tightened
11. Install the auto-fill unit (optional). Please remove the seal from the
resin bottle first, as any residual seal on the bottle mouth may cause poor
air tightness and affect the automatic feeding.

1@ \QJ

Remove the seal from Insert the cap part to the Connect the two
Anycubic Tkg resin bottle resin bottle and tighten it pipes to the cap part

Insert the wire into
the port on the back
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Attention:

1. Itis suggested to use the resin with a viscosity below 2000pcs, and place the
resin bottle behind or on the right side of the printer.

2. Never vigorously shake or turn over the resin bottle when the cap partis
installed. If the inside of the cap is stained by resin, please immediately clean it
to avoid malfunction or damage to auto-fill unit.

3. The operating temperature for auto-fill unit is 10-40°C and the humidity range
is 20-80%. For optimal performance, do not exceed these limits. If using
Anycubic Bio Resin or Anycubic Rigid 100 Resin, the recommended ambient
temperature is over 25°C. Otherwise, the functions of auto-fill unit may fail.
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_______________________________________________________________________________________

It is suggested to wear gloves and a mask for subsequent operations, as the

contact with resin or smell of the resin may cause your discomfort.

12. Check the release film. If the film is broken, replace it immediately to

avoid further damage to the 3D printer.

13. Slowly pour the resin into the vat and make sure the resin is within the

vat's maximum scale.

&

KX

= \ Y,

14. Close the lid.
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Start Printing

Start printing on 3D printer

1. Use Anycubic Photon Workshop software to process the 3D model file.

The installer and instructions is saved in the USB drive.

2. When you set the parameters in Anycubic Photon Workshop, there are
three groups of parameter which can be apply to the print with different
needs. The included USB drive also provides normal, fast and high speed
mode slice files that can be used for print test. You can choose a file to

print according to your personal requirements.

Machine Configuration Manage

joied
o ge g

@ A o O

|
A

Choose the parameter group according to the personal requirement

@ Default Resin_Normal: print at normal speed
» Apply to all Anycubic resin.

« If the print object needs high accuracy, please modify the anti-alias level

as 16 and the image blur as 3.

@ Default Resin_Fast: print relatively fast through optimizing the Z-axis
motion control

« Apply to all Anycubic resin.

« The layer thickness is 0.1mm.

« Apply to the model whose hollowed thickness is no more than 2mm.

« The ACF release film is necessary to avoid print failure. It can be used to

print 45000 layers.
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Start Printing

® High Speed Resin: print at high speed through optimizing the Z-axis
motion control

« Only apply to the Anycubic high speed resin.

« The layer thickness is 0.1mm.

« Apply to the model whose hollowed thickness is no more than 2mm.

« The ACF release film is necessary to avoid print failure. It can be used to

print 45000 layers.

3. Save the sliced file to USB drive.

4. Insert the USB drive to the printer.

" USB drive:

" 1.1tis recommended that use the USB drive we provide. If you are using your
own USB drive, please ensure that it is formatted to FAT/FAT 32 and has a
memory size of less than 64G.

- 2.To ensure proper file reading, please put print files in the root directory of USB

. drive.

Detailed information
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Start Printing

6. Set the print functions(optional). When the setting is finished, start the

printing.

Detailed information

-Failure detection: During printing, the printer automatically monitors the
conditions which may cause print failure to avoid wasting resin or
damaging to the printer. When the printer detects an abnormal condition, it
will pause the print job automatically and pop up the error report. Please
check the sliced file and the model according to the report. The failure

detection is enabled by default.

Bottom non-stick detection

It checks whether the model sticks to the print platform.

When the printer detects that the model does not stick the platform, please
check the bottom exposure time of the sliced file.

-Off compensation:

(1) When the exposure area is large during printing, due to the surface
tension and the resin characteristic, there may be problems such as delay
of Z-axis or delay of resin reflowing, resulting print failure. It is suggested
to enable exposure off compensation to improve success rate.

(2) It also has an intelligent speed control function. When a layer area is
large, the printing speed can be adjusted to address issues such as model
cracking or printing failures caused by excessive pressure and release force,
improving the success rate and printing quality.

(3) Off compensation, which is enabled by default, adds print time. If the

print objects or their areas of layers are small, you can disable the function.
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Start Printing

-Intelligent release: The function can improve the printing success rate by
optimizing algorithm. Enabling intelligent release while printing with the
default resin_normal parameter group can also increase printing speed.

The function is disabled by default.

- Automatic feeding: The resin will be automatically fed in when printing

starts. Please install the auto-fill unit before using.

- TIPS: When using resin with a viscosity over 500cps at room temperature (25°C), the
resin bottle may experience slight deflation or inflation due to pressure changes. This
is normal and does not affect loading and unloading.

-Preprint heating: When the ambient temperature is below 20 °C, it may
cause the detachment of printed bottom or partial loss of printed objects.

You can enhance the printing effect by enabling preprint heating.

Enable preprint heating. The printing starts when the resin temperature

reaches 25 °C.

Attention: When the resin vat heats up for a long time, its surface temperature
becomes high. Avoid touching the resin vat without protection after heating.

-Lift Z-axis to top: When the printing is completed, the printing platform
will lift to the top.
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Start Printing

7. Before printing, the printer checks the hardware condition, resin volume
and residue before each print job. When there is an error, the printer will

pop up the error QR code. Please scan the code and follow the guide.

-Platform Detection: Before printing, check whether the print platform is

installed.

-Residue Detection: Before printing, check if there are the solid residues
(height = 3 mm, cross section = 9 mm?) in the resin vat. If residues are

detected, please clean the vat and check again.

-Resin Detection: Before printing, check whether the resin in the vat is
sufficient to finish the print job. Usually, the required volume is a little more

than the volume estimated by the slice software.
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Start Printing

Start printing on Anycubic App

Please connect the printer to Anycubic App first for remote control.

1. Connect to the network.

App WLAN  Language System - S anvcume App WLAN  Language System

WLAN
WLAN Not connected &
' Anycubic

Anycubic App Not connected
WLAN 1

Printer hotspot [ )
WLAN 2

Scan code to install Anycubic App WLAN3
Login to the App and scan the QR code to add the printer

2. Please search "Anycubic” in App Store or Goolge Play, or scan the QR
code on the printer, to download Anycubic App. Then, sign up and sign in.

IScan code to install Anycubic App
ILog in to the App and scan the QR code to add the printer

3. Add a printer on Anycubic App.

Workbench < Add printer
Scan the QR code of device CN
B File > O Task g Type of printer: Anycubic Photon Mono M7 Max
axreupic App WLAN  Language System

1l

=0 | }

( - ==\
| . SScan code to install Anycubic App
Q_ \ Log in to the App and scan the QR code to add the printer
]

| \:l 1. Complete the assembly of the printer
2. Tum on the printer switch and complete the s
networking operation

3. 5¢can the QR code of the device CN Scan the QR Code tO
add printer

@ WLAN

a— Anycubic App

Help

How to replaca the metherboard

®
Workbench ! .‘“
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Start Printing

4. Start print on the Anycubic App.

Workbench < Print Online slicing
Cloud Local
File > @ Task >  —
Printer: Anycubic Photon Mono M7 Max
Printer Mare 3 TEST 1.5l
g
Type: modelfile
e
"* Size: 54,.35MB
Anycubic Photon MonoM?Ma\c‘ =] | 2024-12-12 10:00:00
» Available =)
Total printing time: 0 hour 0 min Print
Total consumption Resin: Oml
Printer type: Anycubic Photon Mono M7 Max.
TEST 2.stl
Type: model file
model recommendation G Change! n Size: 54.35MB
2024-12-12 10:00:00
Print
KX XXX XXX
20 2000 2000

More> - P—— High speed
Workbench Search moda Mie a0

Start printing on Anycubic Photon Workshop

Run the installer in the USB drive to install Anycubic Photon Workshop
slicing software. Then, log in and bind your printer for starting printing on
the software. For details, refer to the instructions of Anycubic Photon
Workshop in the USB drive.
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